
© 2026 DRIV AUTOMOTIVE INC. 

INSTALLERSADVANTAGE.COM

INSTALLER’S ADVANTAGETHE CHALLENGE

REPAIR 
Steering  
Idler Arm
MOOG 
K400018

APPLICATION(S)
2011-2024 
Chevrolet Silverado 2500 HD 
Chevrolet Silverado 3500 HD 
GMC Sierra 2500 HD
GMC Sierra 3500 HD 

YOUR ADVANTAGE 
Improved Durability

STEERING IDLER ARM 
SELECT CHEVROLET SILVERADO AND 
GMC SIERRA TRUCKS (2011-2024)

GM uses non-greasable idler arm 
designs on some Chevrolet Silverado 
and GMC Sierra models, so these parts 
can’t be serviced, increasing friction and 
heat that lead to accelerated wear and 
premature failure.

MOOG chassis parts like ball joints, idler 
arms, tie rod ends and drag links feature 
a greasable design and a metal-to-metal 
gusher bearing that allows new lubricant to 
flush out contaminants to reduce corrosion 
and wear.

INSTALLER’S ADVANTAGE: GREASABLE DESIGNS INSTALLER’S ADVANTAGE: GUSHER BEARING

A grease fitting allows 
technicians to flush  
old/dirty grease with 
new grease during 
service, ensuring  
proper lubrication. 
This helps minimize 
stud corrosion and 
contaminate buildup 
and decreases  
stud wear.

Our porous metal bearing allows grease to 
flow through the bearing and continually 

lubricate the surface of the stud.
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